
It’s hard to believe that one missing
grommet could stop a big machine like
your grader.

Believe it! Take the grommets that
protect the 130G’s battery cables as
they pass through the engine’s left and
right access covers.

The elements and vehicle vibration
will rust and loosen the grommets.
Once the grommets are gone, the
edges of the access cover can cut the
cables’ rubber insulation.

That can ground the battery and shut
down the vehicle. It could also burn or
shock anyone touching the vehicle.

So eyeball the grommets to see if
they’re loose, missing or dry rotted.
They should fit snugly in the holes.

If they need replacing, use NSN
5325-01-176-8163. It’s Item 28 in Fig
218 of TM 5-3805-261-24P.
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130G Grader…

Glad I

checked

those

grommets!

both were

missing!

Me too!

cut battery cables

would have been a

show-stopper!

MISSING A GROMMET?

Sometimes, PM is

just keeping an eye

out for potential

trouble.

Replace missing
grommets with NSN
5325-01-176-8163
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MAKE
LEVEL
CHECK

ONLY AT
TRANS-

MISSION
FILLER
PLUG

From PS #1, 1951
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BORE CLEANER
(CR) FSN 6850-

224-6656
(2 OZ CAN)

When field-
stripping,
remember,
always remove
the sear lever
before you
remove the
trigger group

When assembling,
remember, the sear
lever must be
assembled to the
sear before you
assemble the firing
pin… AND… the sear
must be installed
before you install
the trigger group.

ON INSIDE
PARTS, USE:

DRY CLEANING
SOLVENT (SD)

FSN 6850-281-1985 
(1 GAL CAN)

ON OUTSIDE
PARTS USE:

29

From PS #174, 
June 1967
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SEE—Watch those gauges
and instruments to be sure
they stay in operating range

LISTEN—A bang, clank, snap, screech or
any unusual sound could mean trouble.
Stop and see if anything’s wrong

ACT—Look after on-the-spot PM
jobs. Correct any fault that can’t
wait until quitting time

THNK—Know our operating limits.
Limit the size bite you can take, the
speed you go and the jobs you can do

rolling with yourolling with you
From PS #223, June 1971

In the summer

of 1979, the first

superman movie

premiered…

…but later that year,

real-life heroes forged a

peace accord at camp david
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A soldier writes that he nearly lost his
legs—maybe even his life—when a heav-
ily-loaded trailer tipped backward as he
was getting underneath it—and  it pinned
his legs to the concrete parking area.

Don’t let this happen to you! Get the
OK from your CO to add a rear support
leg to any of those 3⁄4-ton or 1 1⁄2-ton trail-
ers that carry heavy equipment—like fuel
pods, radar, generators, etc.

There’re two support legs available.
NSN 2590-00-318-6691 and NSN 1450-
01-026-4179. They’re pretty much the
same and do exactly the same job.

With or without a rear support leg, tho,
take care where you park your trailer. If
it’s parked on a slope with the rear down-
hill, you’re asking for trouble. Even that
support leg’s got its limits.

Get
a leg
prop!

From PS #458, Jan 1991
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HEAT EXTREMES
Heat causes great strain on vehicle

solid-state electronics. Carry extra
regulators for M60-series tanks and
M113-series FOV. They go bad.

Keep spare
regulators handy

WINDS
Flat deserts have high winds,

carrying enough grit to shut down
maintenance operations. Cover
only those areas on which you re
working to save shelter space. Park
vehicles so the engine compartment
is downwind. Use portable shelters. 

Engine compartment
down wind

From #458, Jan 1991

From #458, Jan 1991

From PS 578, Jan 2001
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Reprinted from PS 329 (1980)…

PS 583 JUN 0136

583. 36-37 (C)  4/28/01  7:15 PM  Page 1


